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Physio+ Range

OPTIONS & ACCESSORIES
Included as standard:

Foot switch single* Stitched breathing hole & bung Stainless steel accessory rail Paper roll holder

Optional Accessories:

Peripheral foot bar: PFB02 Positioning aid set: WEDGESET Extra wide upholstery: EW1 Battery backup: BBU

* Electric version only

Upholstery Options:

White Apple MintBlack

Candy Dark Blue

Ash Grey

Citrus Green

Beige

Raspberry Crush Mid Blue

Gun Metal Grey Pillar Box Red

Damson Sky Blue
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Options & Accessories

Physio+ Range

OPTIONS & ACCESSORIES
Included as standard:

Foot switch single* Stitched breathing hole & bung Stainless steel accessory rail Paper roll holder

Optional Accessories:

Peripheral foot bar: PFB02 Positioning aid set: WEDGESET Extra wide upholstery: EW1 Battery backup: BBU

* Electric version only

Upholstery Options:

White Apple MintBlack

Candy Dark Blue

Ash Grey

Citrus Green

Beige

Raspberry Crush Mid Blue

Gun Metal Grey Pillar Box Red

Damson Sky Blue
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Specifications

2&3 SECTION PLINTHS

Physio+ Plinth: TWO SECTION

Electric: PHYS+02E 
Hydraulic: PHYS+02H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Backrest raises 80º 

Backrest lowers  -20º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  90 kg

Physio+ Plinth: THREE SECTION

Electric: PHYS+03E 
Hydraulic: PHYS+03H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Backrest raises 80º 

Backrest lowers  -20º 

Footrest raises 80º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  85 kg

Power supply 110-240V / 50-60Hz

Maximum current intake 5A, 100-240V 

Protection indicator IP66 

Protection class Class I 

Electric shock protection TYPE B 

Electric features:

2 & 3 section plinths

Physio+ Plinths

2&3 SECTION PLINTHS

Structure
Market leading platforms with unrivalled stability, 
durability and usability.

Epoxy coated steel frame

100% usable patient surface.

Industry-leading Linak ‘High Reliability’ actuators.

Electric lifting system provides optimum stability 
and supports weights of up to 260 kg. 

Hydraulic lifting system supports up to 225 kg.

Easy Cleaning
Upholstery compatible with all NHS approved 
cleaning solutions such as Chlor-Clean, Haz-Tab, 
Milton and Tristel, plus Clinell wipes and other 
alcohol based wipes.

Comfort
Soft, durable vinyl to ensure patient comfort.

Upholstery gusset linking all upholstery sections and 
covering all hinge points.

Stitched key hole shaped ergonomic breathing hole 
and bung for comfort.

Safety
Anti-entrapment Suspa gas strut operated backrest.

MRSA resistant anti-bacterial & fire retardant 
upholstery.

Comprehensive parts and labour warranty covering 
manufacturing or material defects of seven years for 
the frame and three years for moving parts.

Complies with applicable medical regulations.

Ease Of Handling
Retractable, easy clean Tente castors provide 
excellent manoeuvrability.

Heavy duty adjustable feet allow simple levelling of 
the platform on uneven floors.

Paper roll holder and single foot switch* are fitted as 
standard.

Mobile Hoist clearance space beneath base.

Extra low entry height for wheel chair transfer.

Precision self-lubricating bearings on all pivot points.

* Electric version only



5

Specifications

2&3 SECTION PLINTHS

Physio+ Plinth: TWO SECTION

Electric: PHYS+02E 
Hydraulic: PHYS+02H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Backrest raises 80º 

Backrest lowers  -20º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  90 kg

Physio+ Plinth: THREE SECTION

Electric: PHYS+03E 
Hydraulic: PHYS+03H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Backrest raises 80º 

Backrest lowers  -20º 

Footrest raises 80º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  85 kg

Power supply 110-240V / 50-60Hz

Maximum current intake 5A, 100-240V 

Protection indicator IP66 

Protection class Class I 

Electric shock protection TYPE B 

Electric features:
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Specifications

4&5 SECTION PLINTHS

Physio+ Plinth: FOUR SECTION

Electric: PHYS+04E 
Hydraulic: PHYS+04H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Arms length 63 cm

Arms lower 12 cm

Backrest raises 80º 

Backrest lowers  -20º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  90 kg

Physio+ Plinth: FIVE SECTION

Electric: PHYS+05E 
Hydraulic: PHYS+05H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Arms length 63 cm

Arms lower 12 cm

Backrest raises 80º 

Backrest lowers  -20º 

Footrest raises 80º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  85 kg

Power supply 110-240V / 50-60Hz

Maximum current intake 5A, 100-240V 

Protection indicator IP66 

Protection class Class I 

Electric shock protection TYPE B 

Electric features:

Physio+ Plinths with Arms

4&5 SECTION PLINTHS

Structure
Market leading platforms with unrivalled stability, 
durability and usability.

Epoxy coated steel frame

100% usable patient surface.

Industry-leading Linak ‘High Reliability’ actuators.

Electric lifting system provides optimum stability 
and supports weights of up to 260 kg. 

Hydraulic lifting system supports up to 225 kg.

Easy Cleaning
Upholstery compatible with all NHS approved 
cleaning solutions such as Chlor-Clean, Haz-Tab, 
Milton and Tristel, plus Clinell wipes and other 
alcohol based wipes.

Comfort
Soft, durable vinyl to ensure patient comfort.

Upholstery gusset linking all upholstery sections and 
covering all hinge points.

Stitched key hole shaped ergonomic breathing hole 
and bung for comfort.

Safety
Anti-entrapment Suspa gas strut operated backrest.

MRSA resistant anti-bacterial & fire retardant 
upholstery.

Comprehensive parts and labour warranty covering 
manufacturing or material defects of seven years for 
the frame and three years for moving parts.

Complies with applicable medical regulations.

Ease Of Handling
Retractable, easy clean Tente castors provide 
excellent manoeuvrability.

Heavy duty adjustable feet allow simple levelling of 
the platform on uneven floors.

Paper roll holder and single foot switch* are fitted as 
standard.

Mobile Hoist clearance space beneath base.

Extra low entry height for wheel chair transfer.

Precision self-lubricating bearings on all pivot points.

* Electric version only

4 & 5 section plinths
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Specifications

4&5 SECTION PLINTHS

Physio+ Plinth: FOUR SECTION

Electric: PHYS+04E 
Hydraulic: PHYS+04H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Arms length 63 cm

Arms lower 12 cm

Backrest raises 80º 

Backrest lowers  -20º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  90 kg

Physio+ Plinth: FIVE SECTION

Electric: PHYS+05E 
Hydraulic: PHYS+05H

Patient surface 186 x 63 cm 

Height adjustment  46–91 cm 

Arms length 63 cm

Arms lower 12 cm

Backrest raises 80º 

Backrest lowers  -20º 

Footrest raises 80º 

Electric max. load 260 kg

Hydraulic max. load 225 kg

Weight w/o accessories  85 kg

Power supply 110-240V / 50-60Hz

Maximum current intake 5A, 100-240V 

Protection indicator IP66 

Protection class Class I 

Electric shock protection TYPE B 

Electric features:
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Specifications

BO & MAT PLINTHS

Physio+ Plinth: BO PLINTH

Electric: PHYS+BOE

Patient surface 186 x 102 cm 

Height adjustment  46–91 cm 

Backrest raises 80º 

Backrest lowers  -20º 

Electric max. load  320 kg

Weight w/o accessories  110 kg

Physio+ Plinth: MAT TABLE

Electric: PHYS+MTE

Patient surface 186 x 102 cm 

Height adjustment  46–91 cm 

Electric max. load   320 kg

Weight w/o accessories  110 kg

Power supply 110-240V / 50-60Hz

Maximum current intake 5A, 100-240V 

Protection indicator IP66 

Protection class Class I 

Electric shock protection TYPE B 

Electric features:

Physio+ Bariatric Tables

BO & MAT PLINTHS

Structure
Market leading platforms with unrivalled stability, 
durability and usability.

Epoxy coated steel frame

100% usable patient surface.

Industry-leading Linak ‘High Reliability’ actuators.

Electric lifting system provides optimum stability 
and supports weights of up to 260 kg. 

Easy Cleaning
Upholstery compatible with all NHS approved 
cleaning solutions such as Chlor-Clean, Haz-Tab, 
Milton and Tristel, plus Clinell wipes and other 
alcohol based wipes.

Safety
Anti-entrapment Suspa gas strut operated backrest.

MRSA resistant anti-bacterial & fire retardant 
upholstery

Comprehensive parts and labour warranty covering 
manufacturing or material defects of seven years for 
the frame and three years for moving parts.

Comfort
Soft, durable vinyl to ensure patient comfort.

Upholstery gusset linking all upholstery sections and 
covering all hinge points.

Stitched key hole shaped ergonomic breathing hole 
and bung for comfort (Bo plinth).

Extra wide platform (102 cm) for larger patients.

Ease Of Handling
Retractable, easy clean Tente castors provide 
excellent manoeuvrability.

Paper roll holder and double foot switch* are fitted 
as standard.

Mobile Hoist clearance space beneath base.

Extra low entry height for wheel chair transfer.

Precision self-lubricating bearings on all pivot points.

* Single foot switch for Mat Table

Bo & Mat plinths
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Specifications

BO & MAT PLINTHS

Physio+ Plinth: BO PLINTH

Electric: PHYS+BOE

Patient surface 186 x 102 cm 

Height adjustment  46–91 cm 

Backrest raises 80º 

Backrest lowers  -20º 

Electric max. load  320 kg

Weight w/o accessories  110 kg

Physio+ Plinth: MAT TABLE

Electric: PHYS+MTE

Patient surface 186 x 102 cm 

Height adjustment  46–91 cm 

Electric max. load   320 kg

Weight w/o accessories  110 kg

Power supply 110-240V / 50-60Hz

Maximum current intake 5A, 100-240V 

Protection indicator IP66 

Protection class Class I 

Electric shock protection TYPE B 

Electric features:
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Operating Stools

Physio+ Plinths

OPERATOR STOOLS

Structure
High polished steel stool base.

Stool frame capable of supporting weights of up 
to 150 kg. 

Easy Cleaning
Upholstery compatible with all NHS approved 
cleaning solutions such as Chlor-Clean, Haz-Tab, 
Milton and Tristel, plus Clinell wipes and other 
alcohol based wipes.

Comfort
Soft, durable vinyl to ensure patient comfort.

Ergonomically designed seating.

Saddle stool facilitates tilting seat.

Safety
Operating gas-strut secured within poly tubing.

MRSA resistant anti-bacterial & fire retardant 
upholstery.

Five castor base for superior stability.

Our full range of chairs and stools are available with a 
standard one year manufacturers warranty.

Ease Of Handling
Gas-assisted height adjustment

360° adjustment lever for simple control of seat 
height.

Available with height adjustable backrest and 
adjustable peripheral footring.
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Specifications

OPERATOR STOOLS

Stool: OPERATORS STOOL

Standard: OSS1 
With foot ring: OSS1FR

Base diameter (approx.) 42 cm

Seat height adjustment  45–59 cm 

Adjustment via 360° lever 

Weight (approx.) 7 kg

Maximum working load  150 kg

Stool: SADDLE STOOL

Standard: SAD01 
With foot ring: SAD01FR 
With backrest: SAD01BKR 
With foot ring & backrest: SAD01BKRFR

Base diameter (approx.) 42 cm

Seat height adjustment  61-86 cm 

Adjustment via 360° lever 

Weight (approx.) 9 kg

Maximum working load  150 kg

Upholstery Options:

White Apple MintBlack

Candy Dark Blue

Ash Grey

Citrus Green

Beige

Raspberry Crush Mid Blue

Gun Metal Grey Pillar Box Red

Damson Sky Blue
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